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Image Item no. Size Holding force Max. heat 
exposure Angles ON/OFF 

function Weight

30170365 105 × 29 × 110 mm 295N 80°C / 176F 60°, 90°, 110°, 
115°, 165°

Yes 634 g

30170420 94 × 18 × 110 mm 390N 80°C / 176F 30°, 45°, 
60°, 90°

- 452 g

30170430 130 × 18 × 150 mm 540N 80°C / 176F 30°, 45°, 
60°, 90°

- 784 g

30171410 99 × 55 × 76 mm 585N 80°C / 176F 45°, 60°, 75°, 90°, 
105°, 120°, 135°

Yes 598 g

30171420 148 × 148 × 38 mm 1175N 80°C / 176F 45°, 60°, 75°, 90°, 
105°, 120°, 135°

Yes 1,312 kg

30171430 85 × 55 × 77 mm 585N 80°C / 176F 60°, 90°, 120° Yes 534 g

30171440 112 × 70 × 97 mm 1175N 80°C / 176F 60°, 90°, 120° Yes 1,220 kg

30171450 85 × 55 × 77 mm 585N 80°C / 176F 45°, 90°, 135° Yes 528 g

30171460 114 × 70 × 97 mm 1175N 80°C / 176F 45°, 90°, 135° Yes 1,220 kg

30171470 99 × 55 × 76 mm 585N 80°C / 176F 45°, 60°, 75°, 90°, 
105°, 120°, 135°

Yes 574 g

30171480 126 × 70 × 97 mm 1175N 80°C / 176F 45°, 60°, 75°, 90°, 
105°, 120°, 135°

Yes 1,216 kg

30171600 60 × 42 × 80 mm 1175N 80°C / 176F - Yes 684 g

30172030 
30172060

Ø42 mm 
Ø55 mm

390N 
685N - - - 364 g 

572 g

30171165 148 × 148 × 38 mm 490N - - - 1,265 kg

PRODUCT OVERVIEW 
WELDING MAGNETS



26

Image Item no. Size Holding force Magnet size ON/OFF 
function Weight

30170140 120 × 83 × 14 mm 110N - - 634 g

30170145 156 × 102 × 18 mm 220N - - 601 g

30170150 135 × 125 × 25 mm 330N - - 1,070 kg

30170155 95 × 64 × 14 mm 110N - - 269 g

30170160 98 × 65 × 16 mm 220N - - 600 g

30170165 145 × 110 × 25 mm 330N - - 1 kg

30171190 Width: 
35 mm 440N 140 × 140 mm - 1,280 kg

30171295 Width: 
35 mm 440N 140 × 140 mm - 1,280 kg

30172120 Total height:
145 mm Type TIG Ø85 mm - 709 g

30172140 Total height:
145 mm Type MIG Ø85 mm - 750 g

30178270 25 mm 57N - - 116 g

30176800 Diameter 80 mm, 
height 20 mm 585N M10 thread - 537g

30171195 
30171200

225 × 225 × 22 mm 
300 × 300 × 22 mm

735N 
1960N - - 1,860 kg 

4,500 kg

PRODUCT OVERVIEW 
WELDING MAGNETS


